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The Breitling Emergency



The Original 121.5 MHz Emergency

1995 - 2010

121.5 MHz transmitter

FCC waiver of Part 87 granted (2001)

15 years on the market

40,000 sold, all with the required
Conditions of Use signed

Not one false alarm reported, and
more than 20 people rescued
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18cm 18cm

50cm 18cm
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The New 121.5/406 MHz Emergency
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BEZEL

WATCH MOVEMENT (B76, 
SAME AS FIRST 
EMERGENCY, SEPARATED 
NON-RECHARGEABLE 
BATTERY)

INTEGRATED DOUBLE-
ANTENNA

PROTECTIVE SHIELD

CASEBACK WITH PIEZO

SAPPHIRE CRYSTAL

DIAL

TITANIUM CASE AND 
MOVEMENT CONTAINER

DUAL FREQUENCY 
TRANSMITTER

TRANSMITTER 
RECHARGEABLE BATTERY

4

The New 121.5/406 MHz Emergency



Distribution/Registration System  
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Authorized Worldwide



Waiver of the Section 95.1402 RTCM standards is sought due to 
size and battery constraint.

RTCM and COSPAS-SARSAT support was obtained prior to 
filing.
U.S., as a party to COSPAS-SARSAT, concurred with the 
approval and issuance of the Letter of Compatibility.
Support filed in the docket by more than twenty parties.
Grant of the waiver will not affect reliable PLB operations; 
except for battery life, performance is indistinguishable from 
conventional PLBs.
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Waiver Request



U.S. SARSAT Comments

The Emergency was tested 
as COSPAS-SARSAT 
requested and per its C/S 
T.007 standard in the 
“Operate Without a Ground 
Plane” configuration.

Minimum OLT 18 hours 
corresponds to worst case 
conditions. The approved 
C/S IP (LIRB) was applied,
including a safety factor of 
1.65.
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RTCM agreed to support the 
Breitling specific FCC waiver 
instead of developing 
rechargeable battery standards 
for this type of device. 
Below 0°C, 406 MHz will still 
be available for localization 
when 121.5 MHz is cut off.
Benefit of having beacon 
readily at reach offsets slight 
battery disadvantage.
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U.S. SARSAT Comments



Procedures to ensure proper 
training are already in place in 
43 countries, as was done with 
the first Emergency.
A specific Conditions of Use 
will be used for U.S. 
customers.
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U.S. SARSAT Comments



The conditions for waiver have been 
met: The waiver will help to save lives, 
and therefore is in the public interest, 

without causing harmful interference or 
incurring any other significant 

disadvantage.
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Emergency - Conclusion



Jean-Paul Girardin Laura Stefani
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BREITLING SA 1300 N. 17th Street, 11th Floor
P.O. Box 1132 Arlington, VA 22209
Schlachthausstrasse 2 703-812-0400
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Breitling USA
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203.762.1180 ext. 317
thierry.prissert@breitlingusa.com
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THANK YOU!



The Breitling Em
ergency w

atch is equipped w
ith a Personal Locator Beacon (PLB) em

ergency transm
itter. Its use is governed by prevailing 

national regulations and its sale is subject to the undertaking on the part of the purchaser to com
ply w

ith the follow
ing provisions: 

 
The Breitling Em

ergency w
atch m

ay only be sold and used by persons w
ho have been inform

ed of and have agreed to the term
s and 

conditions of use stipulated in this docum
ent, as w

ell as in the Em
ergency user m

anual.

 
The transm

itter m
ust only be activated in case of genuine distress and w

hen other m
eans of com

m
unication such as cellphones, radios, 

satellite phones, etc. cannot be used. 

 
Any abusive activation of the transm

itter m
ay lead to penalties and the user m

ay incur substantial costs, notably including reim
bursing 

the expenses involved in the search operations triggered by the distress signal. The consequences of any such act (that m
ay entail legal 

proceedings) shall be entirely borne by the ow
ner of the w

atch – including in the event of m
isuse by a third party. N

either Breitling SA 
nor the distributor of the transm

itter m
ay thus be held responsible for such consequences.

 
In the event of abusive, negligent, non-justified or accidental activation of the transm

itter, the cost of the repair of the Breitling Em
ergency 

w
atch, provided such a repair is reasonably feasible, shall be payable by the ow

ner, including during the w
arranty period. The purchaser is 

inform
ed of the fact that the cost of repair is equivalent to at least half the recom

m
ended retail price of the Breitling Em

ergency w
atch.

 
In the event of legitim

ate use of the transm
itter justified by the circum

stances of an accident certified by a recognized rescue organiza-
tion, the Breitling Em

ergency w
atch shall be repaired at no cost to the ow

ner. 

 
The purchaser is inform

ed of the fact that activating the transm
itter of the Breitling Em

ergency w
atch sets off an alarm

 signal and facilitates 
hom

ing in on the location of the person w
earing the transm

itter w
hen circum

stances so perm
it. This inform

ation expressly specifies that:

– 
the transm

itter cannot serve to establish vocal com
m

unication;

– 
the transm

itter m
ust have a direct-visibility link w

ith a satellite and this is only possible on open ground;

– 
the transm

itter is not equipped w
ith a G

PS (G
lobal Positioning System

); and several hours m
ay elapse before the distress signal is 

received and the transm
itter is located.

 
CO

SPAS-SARSAT rigorously tests and “type approves” beacon m
odels before they go into production to ensure that production beacons 

sold to the public can be expected to operate under a variety of extrem
e conditions. A few

 beacons, w
ith exceptional characteristics, 

m
ay not m

eet all of the standards for type-approval, but m
ay still be approved for use w

ith CO
SPAS-SARSAT by virtue of a Letter of 

Com
patibility (LoC).

 
The Em

ergency w
atch w

as granted a Letter of Com
patibility (TAC-717) on April 18

th, 2014, m
eaning it is perfectly suitable for its particular 

use, but extra care m
ust be taken to ascertain that this is the case. The follow

ing requirem
ents are part of the Letter of Com

patibility:

– 
The Em

ergency w
atch shall be set for operation in such a m

anner that neither of the antenna sections m
akes contact w

ith ground 
or any conductive surface, since this m

ight affect the antenna radiation pattern.

– 
The Em

ergency w
atch w

as not designed to operate w
hile in w

ater or w
hen the w

atch is still w
orn on the w

rist.

– 
The Em

ergency w
atch w

as tested for operating tem
perature range of -20°C to +

55°C (-4°F to +
131°F), and com

plies w
ith all 

CO
SPAS-SARSAT requirem

ents, except for the m
inim

um
 duration of continuous operation is 18 hours, w

hich is less than the 
m

inim
um

 operating lifetim
e of 24 hours required by CO

SPAS-SARSAT.

– 
The Em

ergency w
atch provides for the operation of an integrated 121.5 M

Hz radio-locating transm
itter only at tem

peratures above 
0°C (32°F), w

hereas at tem
peratures below

 0°C (32°F), the 121.5 M
Hz hom

er is autom
atically disabled.

– 
The Em

ergency w
atch uses a proprietary rechargeable battery pack. It is recom

m
ended that the battery charge be properly m

ain-
tained by the user by recharging battery at regular intervals, not exceeding recom

m
ended tim

e betw
een charges of 2 m

onths.
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Breitling SA does not in any w

ay guarantee the success of the search and rescue operations and m
ay not be held directly or indirectly 

liable in this respect, except in the event of a serious error com
m

itted by Breitling SA. 

 
In order to guarantee that search and rescue operations have the required inform

ation in case the beacon is activated, the Breitling 
Em

ergency w
atch m

ust im
peratively be registered as a PLB w

ith the com
petent national authorities of the ow

ner’s place 
of residence and corresponding to the country indicated on the back of the w

atch or, for countries that allow
 it, directly on the online 

International 406 M
Hz Beacon Registration Database (IRBD) at w

w
w

.406registration.com
. Any expenses relating to such a registration 

or its m
odification shall be payable by the purchaser.

 
The purchaser also com

m
unicates to Breitling SA the personal inform

ation requested below
 and undertakes to inform

 Breitling SA of any 
m

odification, change of ow
nership, theft, loss or destruction of the w

atch of w
hich the serial num

ber appears on this docum
ent. Such 

inform
ation shall be used by Breitling SA in com

pliance w
ith Sw

iss data protection law
 and shall only be com

m
unicated to third parties 

in order to protect the interests of Breitling SA resulting from
 the term

s and conditions of this agreem
ent. 
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The Breitling Em
ergency w

atch is equipped w
ith a Personal Locator Beacon (PLB) em

ergency transm
itter. Its use is governed by prevailing 

national regulations and its sale is subject to the undertaking on the part of the purchaser to com
ply w

ith the follow
ing provisions: 

 
The Breitling Em

ergency w
atch m

ay only be sold and used by persons w
ho have been inform

ed of and have agreed to the term
s and 

conditions of use stipulated in this docum
ent, as w

ell as in the Em
ergency user m

anual.

 
The transm

itter m
ust only be activated in case of genuine distress and w

hen other m
eans of com

m
unication such as cellphones, radios, 

satellite phones, etc. cannot be used. 

 
Any abusive activation of the transm

itter m
ay lead to penalties and the user m

ay incur substantial costs, notably including reim
bursing 

the expenses involved in the search operations triggered by the distress signal. The consequences of any such act (that m
ay entail legal 

proceedings) shall be entirely borne by the ow
ner of the w

atch – including in the event of m
isuse by a third party. N

either Breitling SA 
nor the distributor of the transm

itter m
ay thus be held responsible for such consequences.

 
In the event of abusive, negligent, non-justified or accidental activation of the transm

itter, the cost of the repair of the Breitling Em
ergency 

w
atch, provided such a repair is reasonably feasible, shall be payable by the ow

ner, including during the w
arranty period. The purchaser is 

inform
ed of the fact that the cost of repair is equivalent to at least half the recom

m
ended retail price of the Breitling Em

ergency w
atch.

 
In the event of legitim

ate use of the transm
itter justified by the circum

stances of an accident certified by a recognized rescue organiza-
tion, the Breitling Em

ergency w
atch shall be repaired at no cost to the ow

ner. 

 
The purchaser is inform

ed of the fact that activating the transm
itter of the Breitling Em

ergency w
atch sets off an alarm

 signal and facilitates 
hom

ing in on the location of the person w
earing the transm

itter w
hen circum

stances so perm
it. This inform

ation expressly specifies that:

– 
the transm

itter cannot serve to establish vocal com
m

unication;

– 
the transm

itter m
ust have a direct-visibility link w

ith a satellite and this is only possible on open ground;

– 
the transm

itter is not equipped w
ith a G

PS (G
lobal Positioning System

); and several hours m
ay elapse before the distress signal is 

received and the transm
itter is located.

 
CO

SPAS-SARSAT rigorously tests and “type approves” beacon m
odels before they go into production to ensure that production beacons 

sold to the public can be expected to operate under a variety of extrem
e conditions. A few

 beacons, w
ith exceptional characteristics, 

m
ay not m

eet all of the standards for type-approval, but m
ay still be approved for use w

ith CO
SPAS-SARSAT by virtue of a Letter of 

Com
patibility (LoC).

 
The Em

ergency w
atch w

as granted a Letter of Com
patibility (TAC-717) on April 18

th, 2014, m
eaning it is perfectly suitable for its particular 

use, but extra care m
ust be taken to ascertain that this is the case. The follow

ing requirem
ents are part of the Letter of Com

patibility:

– 
The Em

ergency w
atch shall be set for operation in such a m

anner that neither of the antenna sections m
akes contact w

ith ground 
or any conductive surface, since this m

ight affect the antenna radiation pattern.

– 
The Em

ergency w
atch w

as not designed to operate w
hile in w

ater or w
hen the w

atch is still w
orn on the w

rist.

– 
The Em

ergency w
atch w

as tested for operating tem
perature range of -20°C to +

55°C (-4°F to +
131°F), and com

plies w
ith all 

CO
SPAS-SARSAT requirem

ents, except for the m
inim

um
 duration of continuous operation is 18 hours, w

hich is less than the 
m

inim
um

 operating lifetim
e of 24 hours required by CO

SPAS-SARSAT.

– 
The Em

ergency w
atch provides for the operation of an integrated 121.5 M

Hz radio-locating transm
itter only at tem

peratures above 
0°C (32°F), w

hereas at tem
peratures below

 0°C (32°F), the 121.5 M
Hz hom

er is autom
atically disabled.

– 
The Em

ergency w
atch uses a proprietary rechargeable battery pack. It is recom

m
ended that the battery charge be properly m

ain-
tained by the user by recharging battery at regular intervals, not exceeding recom

m
ended tim

e betw
een charges of 2 m

onths.
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Breitling SA does not in any w

ay guarantee the success of the search and rescue operations and m
ay not be held directly or indirectly 

liable in this respect, except in the event of a serious error com
m

itted by Breitling SA. 

 
In order to guarantee that search and rescue operations have the required inform

ation in case the beacon is activated, the Breitling 
Em

ergency w
atch m

ust im
peratively be registered as a PLB w

ith the com
petent national authorities of the ow

ner’s place 
of residence and corresponding to the country indicated on the back of the w

atch or, for countries that allow
 it, directly on the online 

International 406 M
Hz Beacon Registration Database (IRBD) at w

w
w

.406registration.com
. Any expenses relating to such a registration 

or its m
odification shall be payable by the purchaser.

 
The purchaser also com

m
unicates to Breitling SA the personal inform

ation requested below
 and undertakes to inform

 Breitling SA of any 
m

odification, change of ow
nership, theft, loss or destruction of the w

atch of w
hich the serial num

ber appears on this docum
ent. Such 

inform
ation shall be used by Breitling SA in com

pliance w
ith Sw

iss data protection law
 and shall only be com

m
unicated to third parties 

in order to protect the interests of Breitling SA resulting from
 the term

s and conditions of this agreem
ent. 
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  W
aiver Request RTCM

 STAN
D

ARD
 11010.2 

Product : Breitling Em
ergency PLB 

The Breitling Em
ergency is a PLB class-2 w

orn on the w
rist. So it is perm

anently 
accessible to the user and thus guarantees that it can be activated in any 
circum

stances. 

The Breitling Em
ergency PLB got a letter of com

patibility from
 Cospas-Sarsat and 

received the TAC N
um

ber 717. 

D
ue to the m

iniaturization of the com
ponents of the beacon (i.e. battery, electronic 

circuit, antenna), it has not been possible to satisfy to all the requirem
ents of the 

RTCM
 Standard 11010.2. 

The present docum
ent lists the different points of the RTCM

 Standard 11010.2 
w

here a w
aiver is requested by Breitling. 

 
 BREITLIN

G
 EM

ERG
EN

CY



  2    

 Sub 
clause 

Statem
ent 

Com
m

ent 

4.4.1 
PLBs shall have, as a m

inim
um

, integral 
m

anual controls to operate the device in the 
follow

ing m
odes: 

O
FF In the OO

FF m
ode, the PLB is deactivated. 

O
N

 In the OO
N

 m
ode, the PLB is activated. 

TEST See paragraph 4.4.2. 

W
aiver request due to product design 

constraints regarding one tim
e operation 

and sw
itch off. 

 O
FF m

ode: After activation, in order to 
reduce the 406M

H
z and 121.5M

H
z 

transm
ission pow

er the antennas m
ust be 

cut or w
rapped around the body of the 

EUT. 
 O

n m
ode: Activated w

hen extracting the 
antenna. 
 The TEST function is only possible w

hen 
the device is installed in the battery 
charger.  An internal check is m

ade (but 
no transm

ission) and the status of the 
check is indicated on LED

s on the charger.
4.4.2 

A separate test sw
itch or sw

itch position is 
required for this test function. The test 
sw

itch (or sim
ilar control) shall autom

atically 
return (e.g., spring-loaded sw

itch) from
 the 

test position and shall not pass through the 
O

N
 position. 

W
aiver request due to product design 

constraints regarding self-test function. 
The use of a separate charger w

hich 
launches the self-test can be considered 
as a "separate test sw

itch" 

4.4.3 
The PLB shall have its ow

n prim
ary (non-

rechargeable) battery and shall not depend 
upon any external source of pow

er for its 
operation w

hen activated. The battery shall 
be an integral part of the equipm

ent. 
Replacem

ent of the battery, if user-
replaceable, should be possible w

ith relative 
ease, and any interface connections required 
shall be such as to prevent reversed polarity 
or incorrect installation. Provision shall be 
m

ade to ensure w
atertight integrity upon 

replacem
ent of the battery. 

W
aiver request due to product design 

regarding the use of the lithium
 

rechargeable battery. 

Cospas-Sarsat has introduced an 
"IN

TERIM
 PRO

CED
URE FO

R TYPE 
APPRO

VAL O
F 406 M

H
z BEACO

N
S 

EQ
UIPPED

 W
ITH

 LI-IO
N

 RECH
ARGEABLE 

BATTERIES C/S IP (LIRB)". 

Breitling has successfully passed the 
requirem

ents of that procedure. 
Furtherm

ore, each recharge of the battery 
w

ith the dedicated charger concludes by a 
self-test w

hich ensures the beacon is 
operational.



  3    

Sub 
clause 

Statem
ent 

Com
m

ent 

4.4.3 
The PLB m

anufacturer shall establish a useful 
life and an expiration date for batteries. The 
useful life is defined as the period of tim

e 
after the date of battery m

anufacture that 
the battery w

ill continue to m
eet the input 

pow
er requirem

ents of the PLB. 

W
aiver request due to product design 

regarding the use of the lithium
 

rechargeable battery. Refer to the 
docum

ent "O
LT m

easurem
ent based on 

RTCM
 Standard 11010.2 (4.4.3)" w

hich is 
enclosed in the Annex A of the TUV 
Report (provided on request). The battery 
replacem

ent date is prom
inently visible 

on the back of the w
atch. 

4.5.1 
The PLB case shall be predom

inantly a 
highly-visible yellow

/orange color. 
W

aiver request due to product design 
constraints regarding the outw

ard 
appearance and the m

aterial of the 
device. As the beacon is perm

anently 
w

orn on the w
rist, a highly-visible color is 

unnecessary as the user has not to search 
for the beacon in case of em

ergency. 
4.5.2.2 

All labelling essential to the safe and 
effective operation of the PLB shall be in high 
contrast to the background of the text or 
pictograph. Labelling and Pictograph 
instructions essential to the safe and 
effective operation of the PLB shall be sized 
such that they are readable by persons 
having 20/20 norm

al vision at a m
inim

um
 

view
ing distance of 150 m

m
 w

ith 
illum

ination no greater than 0.3 lux8. 
Item

s a) through h) in 4.5.2.2.1 below
 and 

any other inform
ation required for the safe 

and effective operation of the PLB shall be 
visible on the PLB, or their location identified 
and accessible by a single sim

ple action on 
the part of the operator (e.g. lifting or 
rem

oving a protective cover over the control 
panel). Such inform

ation shall not be hidden 
by any perm

anent or sem
i-perm

anent 
accessory or ancillary devices norm

ally 
attached to or installed on or around the 
body of the PLB. (A separate storage case 
from

 w
hich the PLB can be easily rem

oved 
w

ith one hand for activation is not included 
in this requirem

ent.) 

W
aiver request due to product design 

constraints regarding the applicability and 
suitability of all labelling requirem

ents. 
 The Em

ergency PLB is a personal beacon. 
All buyers w

ill be instructed about the 
activation of the PLB. 
 H

ow
ever, the activation process is very 

sim
ple: Unscrew

 and pull the tw
o 

antennas! (See also next entry.) 
 



  4    

Sub 
clause 

Statem
ent 

Com
m

ent 

4.5.2.2.1 
The outside of the PLB shall be m

arked 
indelibly and legibly w

ith the follow
ing: 

 a) Concise, unam
biguous instructions for 

operating and testing of the PLB that shall be 
understandable by untrained personnel. 

The three steps necessary to activate the 
beacon are engraved on the w

atch. 
All the buyers of the Breitling Em

ergency 
PLB w

ill be instructed about the activation 
of the PLB. A m

anual and a USB key w
ith 

an explanation m
ovie are also delivered 

w
ith the beacon. 

4.5.2.2.1 
c) The w

arning, or equivalent: 
N

O
TICE TO

 TH
E PUBLIC D

O
 N

O
T M

O
VE IF 

FO
UN

D
 REPO

RT PO
SITIO

N
 TO

 AUTH
O

RITIES 

W
aiver request due to product design 

constraints regarding the applicability. 
There is not enough space to engrave 
such text. 

4.5.2.2.1 
f) Instructions to register the PLB w

ith the 
appropriate authority and the contact details 
of the authority. 

W
aiver request due to product design 

constraints regarding the applicability and 
suitability. Custom

ers w
ill be instructed 

by a trained vendor and m
ake aw

are of 
necessity to register. A separate sheet 
dedicated to the registration process is 
enclosed w

ith the beacon. See at the end 
of this docum

ent. 
4.5.2.2.1 

g) Space for any required registration sticker 
W

aiver request due to product design 
constraints regarding the applicability and 
suitability of all labelling requirem

ents. 
There is not enough space for a decal. 

4.5.2.2.2 
e) If there exists a condition or operating 
circum

stance w
hich has been identified by 

the m
anufacturer or regulating authorities 

that could substantially affect the alerting or 
self-locating perform

ance of the PLB, then 
inform

ation appropriate to prevent this 
occurring shall appear in a conspicuous 
location appropriate to the prevention or 
rem

ediation by the operator of said 
condition or operating circum

stance (e.g. the 
necessity to orient the antenna vertically 
upw

ard if orientation of the antenna is 
adjustable). 

There is no possibility to perm
anently 

attach special instructions to the PLB. 
There is a m

ention of tw
o im

portant 
points in the m

anual. 
1) O

nce activated, the beacon w
ill 

broadcast at least during 18 hours. For 
special situations w

hen the beacon is at 
tem

peratures below
 0°C/32°F, the 121.5 

M
H

z signal is autom
atically sw

itched off 
in order to guarantee the broadcast 
duration for the 406 M

H
z signal. 

2) The tw
o antenna sections m

ust be kept 
vertical, w

ith the short section in all 
circum

stances pointing upw
ards and the 

long section pointing dow
nw

ards at a 
sufficient height to avoid the antenna 
touching ground (the far end of the long 
section m

ust be 5-10 cm
/2-4 in off the 

ground). The Em
ergency is not designed 

to be w
orn on the w

rist w
hen the beacon 

is activated. 
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Sub 
clause 

Statem
ent 

Com
m

ent 

4.5.2.2.2 
f) The phone num

ber(s) to be used to report 
inadvertent activation negating the need for 
the distress alert. 

W
aiver request due to product design 

constraints regarding the applicability and 
suitability of all labelling requirem

ents. A 
separate sheet enclosed w

ith the beacon 
m

entions the phone num
ber for USA. See 

at the end of this docum
ent. 

A.13.1 
O

perational Life Test. 
The operational life test is intended to 
establish, w

ith reasonable confidence that 
the PLB w

ill function for a m
inim

um
 of 24 

hours under w
orst case conditions using a 

battery pack that has reached its expiration 
date, after being stored throughout its useful 
life at am

bient tem
peratures 

W
aiver request due to product design 

regarding the operational life tim
e. 

As the beacon is designed to be 
perm

anently w
orn, it cannot be too big or 

too heavy. So the capacity of the battery, 
w

hich is directly related to its dim
ension, 

is sufficient to guarantee 18 hours 
em

ission in the w
orst case conditions. 

Cospas-Sarsat granted a letter of 
com

patibility regarding this point. 
A.16 

121.5 M
H

z auxiliary radio-locating device 
transm

itter test 
…

 Unless otherw
ise specified, all auxiliary 

radio-locating device transm
itter signal 

characteristics (specified in Table 2) shall be 
m

easured at the m
inim

um
 and m

axim
um

 
operating tem

peratures. 
 

W
aiver request due to product design 

regarding the m
inim

um
 tem

perature of 
the 121.5 M

H
z em

ission. 
So as to guarantee the m

inim
um

 
operating lifetim

e of 18 hours if the 
battery is at its end of life and the 
tem

perature at -20°C it has been 
necessary to m

ake a choice to save 
energy.  
 The 121.5M

H
z em

ission cuts off if the 
internal tem

perature of the beacon is 
under 0°C. (The LEO

SAR system
 allow

s a 
localization of the beacon by D

oppler 
Effect, and SAR team

s are now
 often 

equipped w
ith 406M

H
z hom

ing devices.) 
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Sub 
clause 

Statem
ent 

Com
m

ent 

A.16.2 
121.5 M

H
z auxiliary radio-locating device 

transm
itter test - Transm

itter D
uty Cycle. 

Continuous (100%) except that it shall be 
interrupted for up to a m

axim
um

 of 2 
seconds encom

passing the 406 M
H

z burst 
transm

ission. 

W
aiver request due to product design 

regarding the D
uty cycle. 

 So as to ensure the 18 hours em
ission, 

and due to successful use of Eurocae 
recom

m
endation (*) during live trials and 

actual rescue events (m
ore than 20 

people found w
ith the first Breitling 

Em
ergency 121.5 M

H
z only) the w

aiver is 
requested to transm

it 121.5 M
H

z hom
ing 

signal 775m
s every 2.275s (Transm

itter 
D

uty Cycle 34%). 
  (*) ELT spec from

 EURO
CAE, ED

-62A:2009 
Clause 3.1.3.1 has a note that states: “It 
has been show

n that an O
N

 period of 
0.75 seconds follow

ed by an O
FF period 

of 1.5 seconds gives satisfactory results”. 
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nnex 1: R

egistering instruction enclosed in the beacon package for U
S beacons 

 










